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When calibrating a broadband active acoustic system with a single standard target such as a sphere,
the inherent resonances associated with the scattering by the sphere pose a significant challenge. In
this paper, a method is developed which completely eliminates the source of resonances through
isolating and exploiting the echo from the front interface of a sphere. This echo is relatively
insensitive to frequency over a wide range of frequencies, lacking resonances, and is relatively
insensitive to small changes in material properties and, in the case of spherical shells, shell
thickness. The research builds upon the concept of using this echo for calibration in the work of
Dragonette et al. J. Acoust. Soc. Am. 69, 1186–1189 1981. This current work generalizes that of
Dragonette by 1 incorporating a pulse compression technique to significantly improve the ability
to resolve the echo, and 2 rigorously accounting for the scattering physics of the echo so that the
technique is applicable over a wide range of frequencies and material properties of the sphere. The
utility of the new approach is illustrated through application to data collected at sea with an air-filled
aluminum spherical shell and long broadband chirp signals 30–105 kHz.
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There is a wide variety of methods to calibrate active
acoustic systems. In some cases, it is not essential to know
both the source level and receive sensitivity separately and
determining the combination of the two, i.e., the system re-
sponse, would suffice. The standard calibration target has
been used commonly as it can determine system response
and is frequently convenient to deploy. For example, in the
field of fisheries acoustics, solid elastic spheres are consid-
ered a standard by which ship-mounted echosounders are
calibrated as reviewed in Simmonds and MacLennan,
2005. In these and other applications, the measured echo
from the sphere is normalized by the predicted echo of the
sphere based on known size and material properties which
allows the system response to be calculated.
One major challenge in using targets for calibration in-
volves the resonances of the target see, for example, thin
line in Fig. 1a. The frequencies at which the resonances
occur strongly depend on the size and material properties of
the target. Minute changes in the resonance frequency, such
as due to changes or uncertainties in those physical param-
eters, can cause significant errors in the calibration at fre-
quencies near the resonance. For narrowband systems, the
size and material properties of the sphere can be chosen so
that the center frequency of the system occurs between the
resonances. This portion of the scattering response is much
less sensitive to frequency and material properties and pro-
vides a reliable means of calibrating the system. However,
for broadband systems, the frequency range may span mul-
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used. One solution has been suggested which involves use of
multiple spheres of various sizes and used one at a time, to
connect subbands of near-stationary response of the spheres
Foote et al., 1999; Foote, 2006. Collectively, the spheres
could calibrate the system over its entire band. However, for
systems of large bandwidth, use of multiple spheres could
pose significant logistical constraints. It would be ideal to
use a single sphere in a single measurement involving the
entire band of the system, without errors associated with the
resonances. This paper presents a general approach for the
use of a single sphere for the entire frequency band by com-
pletely removing the source of the resonances in the time
domain.
The resonances are due to interference between the echo
from the front interface of the sphere, internally refracted and
reflected waves, and various circumferential waves see, for
example, reviews in Hackman, 1993; Marston, 1992; and
Numrich and Überall, 1992. These echoes, or “partial
waves,” can be investigated through use of the exact solution
to the sphere in the far field limit and in the backscattering
direction. This modal or partial wave series applies to a va-
riety of spherically symmetric profiles of material properties,
including solid elastic spheres and liquid- or gas-filled elastic
spherical shells. Examples of predictions over a wide range
of properties are given in Stanton 1990. Equation 6 in that
paper is the modal series solution used in this paper.
Although the modal series solution contains all informa-
tion regarding the various partial waves, they are inseparable
in this current form of the equation. As a result, the equation
is normally used to predict the total scattering by the sphere
due to all effects, i.e., a “full-wave” prediction, resulting in
complex scattering characteristics with many resonances for
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values of ka greater than unity thin line in Fig. 1a, where
k is the acoustic wave number of the surrounding fluid
=2 /, where  is the acoustic wavelength and a is the
radius of the sphere. It is this full-wave analysis that is the
basis of the commonly used calibration methods as described
in Foote 1982, 2006; Foote et al. 1999, 2007; Feuillade et
al. 2002; Simmonds and MacLennan 2005, and others.
The partial waves are inseparable in the modal series
solution principally due to the fact that the equation is in the
frequency domain. In this “continuous wave” formulation,
echoes arriving at different times are not resolved. The
waves can be resolved through calculating the impulse re-
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FIG. 1. Acoustic backscattering by a dense solid elastic sphere. a The
full-wave solution to the sphere scattering amplitude, F; thin curve which
involves a summation of all partial waves and is shown to be strongly
dependent upon frequency, containing numerous strong and narrow reso-
nances. The partial-wave solution scattering amplitude, FFI; thick curve for
the echo from the front interface of the sphere which is calculated from the
first arrival of the impulse response in Fig. 1b and is shown to be weakly
dependent upon frequency for higher frequencies. Both solutions for the
scattering amplitude are normalized by a /2. In this example, a tungsten
carbide sphere of 38.1 mm diameter was used. The circles correspond to two
standard frequencies 38 and 120 kHz used in fisheries acoustics. b Im-
pulse response of scattering.sponse of the sphere, which can be determined by calculating
J. Acoust. Soc. Am., Vol. 124, No. 1, July 2008the inverse Fourier transform of the modal series solution
see, for example, Sun et al., 1991; Kaduchak et al., 1995.
The resulting time-domain expression is composed of the
partial waves arriving at different times Fig. 1b. The first
echo to arrive is from the front interface “FI”, while all
other echoes, such as due to internally refracted and reflected
waves and circumferential waves, arrive at later times.
Through various methods, and as given below, the scat-
tering by the front interface has been shown to vary weakly
with frequency at fixed radius over a wide range of fre-
quencies for ka1 thick line in Fig. 1a see, for example,
Marston, 1992. The sum of all of the remaining partial
waves is strongly dependent upon frequency. The predictions
in Fig. 1a show that in the limit of high frequencies high
ka at fixed a, the echo from the front interface is indepen-
dent of frequency. This has also been shown analytically:
FFI 
1
2
aRe−i2ka, ka 1, 1
where R= gh−1 / gh+1
g  2/1; h  c2/c1.
Here, FFI is the scattering amplitude in the backscattering
direction of the echo from the front interface; R is the plane-
wave, plane-interface reflection coefficient for the front in-
terface; i=−1, g and h are the density and sound speed
contrasts, respectively, of the sphere; and  and c are density
and sound speed, respectively. Medium “1” is the surround-
ing water and medium “2” is the sphere. Here, the upper case
notation for FFI and other terms throughout this paper refers
to the frequency domain while the lower case notation for
example, fFI refers to the time domain. Also, the partial
wave target strength TSPW for the echo from the front inter-
face, as defined by Chu and Stanton 1998, is TSPW
=10 logFFI2.
Given the fact that the echo from the front interface is
relatively insensitive to frequency, it is desirable to use this
echo from a standard target for calibrating a system. This fact
was recognized by Dragonette et al. 1981 who used the
echo in a partial-wave analysis to calibrate a broadband sys-
tem. In that study, they achieved the resolution needed
through use of a short high frequency signal. The analysis
showed excellent agreement between the predicted and mea-
sured form function which is related to scattering ampli-
tude.
Part of the success of their results was attributed to the
fact that the experiments were at very high frequencies—
values of ka ranging from 14 to 70. In that region, the echo
from the interface can be assumed, to first order, to be inde-
pendent of frequency, as shown in Eq. 1. The analysis also
benefited by the use of a dense solid calibration sphere, as
the amplitude of the echo from the front interface was as-
sumed to be due to a rigid sphere i.e., R=1 in Eq. 1. Also,
since the system used very short pulses, then the first echo
could be resolved simply through analyzing the raw, unproc-
essed, echo. The pulses were made short through limiting the
transmit signal to just a small number of cycles of high fre-
quency sound. The assumptions that the first echo is inde-
pendent of frequency and due to a rigid sphere, as well as the
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use of the raw echo, limits the calibration with this approach
to high values of ka, dense solid spheres, and short transmit
signals. Because of these limitations, the calibration method
is not practical for calibration spheres of less dense materials
and systems that operate at lower frequencies and/or with
long transmission signals.
In this paper, the partial-wave analysis of Dragonette et
al. 1981 is generalized to cover a much wider range of
frequencies, transmit signals with long durations, and cali-
bration spheres with a wide range of materials. The generali-
zation involves a combination of applying a signal process-
ing technique to the echo and accounting rigorously for the
scattering physics associated with the first echo:
1 Signal processing. Rather than using the raw echo,
whose range resolution is limited by the duration of the
transmitted signal, the broadband echo is processed
through cross correlating it with a replica signal. This
signal processing significantly reduces the duration of
the echo similar to matched filter processing and the
duration of the compressed echo is now related to the
inverse bandwidth of the system, which can be much
shorter than the duration of the original raw signal.
2 Scattering physics. Rather than assuming that the echo
from the front interface is independent of frequency and
due to a rigid sphere, the characteristics of the echo are
exactly calculated. This is obtained through calculating
the impulse response time domain of the exact solution
frequency domain of the scattering function and tem-
porally isolating the first echo in the impulse response
for analysis. The exact solution can be applied to a wide
range of material properties of spheres including solid
elastic any material and elastic spherical shell any ma-
terial and shell thickness filled with gas or liquid. Fur-
thermore, the equation is exact for all frequencies.
The paper is organized as follows: In Sec. II, the raw,
unprocessed echo voltage received in an experiment due to a
target is expressed in the frequency domain in terms of the
applied voltage, system response, and scattering amplitude of
the target. In Sec. III, pulse compression processing is incor-
porated into those equations, resulting in an equation for sys-
tem response in terms of the pulse-compressed signals asso-
ciated with the calibration sphere. In Sec. IV, the results from
Sec. III are applied to data collected in an at-sea calibration
where the duration of the raw broadband signal corresponds
to a distance of more than three times the diameter of the
calibration sphere. Finally, in Sec. V, recommendations are
made for the design of spheres for broadband calibrations.
Here, a sensitivity analysis is conducted demonstrating how
use of the echo from the front interface is relatively insensi-
tive to small changes in material properties and thickness of
shell. Also, design curves are given for recommended diam-
eter for a range of bandwidths and several types of spheres.
II. GENERAL EQUATIONS FOR SYSTEM
RESPONSE
The voltage, Vr, of the received echo due to the scat-
tering by a target located arbitrarily in the acoustic beam can
be written as:
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ei2/cre−2r
transmission loss
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Fbs
scatterer
response
,
2
where  is the angular frequency, Vt is the voltage ap-
plied to the transmitter transducer, H0 is the system re-
sponse of the combination of transmitter and receiver trans-
ducers evaluated in the center of the main lobe of the beam
pattern i.e., the product of the voltage-to-pressure and
pressure-to-voltage ratios of the transducers, Br and
Bt are the beam patterns normalized to unity in the cen-
ter of each main lobe of the receiver and transmitter trans-
ducers, respectively, rref is the reference distance at which the
voltage-to-pressure ratio is measured for the transmitter
transducer, r is the distance between the transceiver and the
target, c and  are the sound speed and absorption coef-
ficient, respectively, of the water, and Fbs is the back-
scattering amplitude of the target.
This equation is written in general form and can be ap-
plied to both the calibration target as well as targets of inter-
est in a field application. Furthermore, it can be used for
either the commonly used full-wave calibration in which the
exact modal series solution is used to include all of the scat-
tering components or the partial-wave calibration, which is
the focus of this paper, in which a subset of the scattering
components, such as only the echo from the front interface,
is used. For the “steady state” solution in which all partial
waves contribute to Fbs, then the traditional definition of
target strength applies: TS=10 logFbs2. However, if this
equation is applied to partial waves, such as in subsequent
sections, the partial-wave target strength applies, as dis-
cussed earlier as well as in detail in Chu and Stanton 1998.
For the calibration, the above equation is written in more
compact form, with the superscript “cal” assigned to quan-
tities corresponding to the calibration measurement:
Vr
cal = Vt
calHLcalFbs
cal . 3
At this point, Eq. 3 is one equation with two unknowns, the
system response and backscattering amplitude of the target.
The essence of using a standard target for calibration is that
the scattering by the target can be accurately predicted,
which normally requires an accurate scattering model and an
accurate measure of the material properties and dimensions
of the target. With this accurate knowledge, then the mea-
sured scattering by the target can be replaced by the pre-
dicted scattering:
Fbs
pred = Fbs
cal . 4
Substituting this expression into Eq. 3 and rearranging
terms gives an expression for the system response:
H =
Vr
cal
Vt
calLcalFbs
pred
. 5
This is a general expression for the system response for both
the full-wave and partial-wave calibration methods. For the
full-wave case, the predicted scattering amplitude is simply
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the modal series solution to the scattering function where
none of the various components of the scattering from the
target are resolved. For narrowband systems this equation
can be used directly in the calibration. However, for broad-
band systems, as discussed above, resolving the echo from
the front interface can greatly facilitate the calibration. There
are conditions under which the center frequency is high
enough and the calibration sphere is large enough so that the
raw, unprocessed echo from the front interface can be re-
solved and Eq. 5 can be used directly. However, for other
cases when it cannot be resolved, the received signal needs
to be processed so that the resolution approaches the theoret-
ical limit, which is approximately equal to the inverse band-
width of the system. In the next section, pulse compression
processing is applied to the signal to improve the temporal
resolution and Eq. 5 is expressed in terms of the processed
signal.
III. DETERMINING SYSTEM RESPONSE THROUGH
PULSE COMPRESSION PROCESSING
In order to resolve the echo from the front interface,
pulse compression processing may need to be performed to
improve the temporal resolution. A method similar to
matched filter processing is used, which involves cross cor-
relating the received signal with a “replica” signal Chu and
Stanton, 1998; Turin, 1960. Generally, a true replica would
account for the system response. However, since it is the
system response that is being determined, such a replica can-
not be used. Furthermore, it is important that the replica
match or come close to matching the echo from a single
partial wave. If, in contrast, the replica fully accounted for all
partial waves, then the compressed signal would resemble a
sinc function with a single main lobe, with none of the par-
tial waves resolved. By treating each of the partial waves as
being due to a scattering center with a phase specific to its
respective scattering process, then a replica chosen to match
a single scattering center will tend to resolve the partial
waves. For this purpose using the applied transmitter signal
or one similar to it can be used as an approximation. Al-
though use of these signals is not optimum, as they do not
account for system response or perfectly match each partial
wave, their use in pulse compression processing still signifi-
cantly improves the temporal resolution toward the theoreti-
cal limit of the inverse bandwidth. Furthermore, another ben-
efit of using a pulse-compression method optimum or not is
that the signal-to-noise ratio significantly increases. Develop-
ment and application of pulse compression techniques to
scattering by marine organisms is described in Chu and Stan-
ton 1998, including illustrations of treating each organism
as a distributed target with different scattering centers.
Another issue concerns the need for enough separation
between the echo from the front interface and subsequent
echoes. With large enough separation, then the time “gate” or
“window” used to process the echo from the front interface
can be large enough to provide satisfactory spectral reso-
lution on that echo for calculation of the system response.
Having a sufficiently large separation also simultaneously
satisfies the criterion of the temporal or “range” processing
sidelobes of sequential echoes not overlapping, which other-
J. Acoust. Soc. Am., Vol. 124, No. 1, July 2008wise would be a source of error. However, in a practical
application, since the transducer response is nonuniform, the
signal becomes temporally shaded, thus these sidelobes tend
to be significantly reduced and are much less of a problem
Chu and Stanton, 1998. A detailed description of the gating
process and associated spectral resolution is given in Sec. IV.
Choice of diameter of sphere for a range of material proper-
ties and bandwidths that provides for a sufficiently long
separation between the first and second echoes is described
in Sec. V. The calculations given below associated with a
partial wave analysis are based on the assumption of a suf-
ficiently long separation.
The compressed pulse signal, cp1t, associated with the
signal of interest, v1t, is given by the following general
expression:
cp1t  kcpv1t  v2t , 6
where the normalization factor, kcp, is defined by
kcp  R2
−10 ,
where R2t  v2t  v2t . 7
The term  denotes the correlation operation, and the signal
v2t is either the replica for matched filter processing or a
similar signal, such as the signal applied to the transmitter as
discussed above.
As a result of this processing, the duration of cp1t can
be as short as approximately inverse bandwidth of the
v1t, regardless of the duration of v1t. Thus, in the calibra-
tion experiment, for a sufficiently large bandwidth of the
transmitter signal, it is possible that the desired partial waves
such as the echo from the front interface can be resolved,
even when those features are not resolved in the raw signal
before processing.
Since it is desirable to determine the system response in
the frequency domain, the Fourier transform of the com-
pressed pulse signal given by Eq. 6 is first taken:
CP1 = kcpV1
*V2 , 8
where the superscript * symbol denotes the complex conju-
gate.
Multiplying the numerator and denominator of Eq. 5
by the complex conjugate of the replica V
rep
cal* and using
Eq. 8 gives an expression for the system response in terms
of the Fourier transforms of two compressed pulse signals:
H =
CPr
cal*
LcalCPpred
conv*
, 9
where CP
r
cal and CPpred
conv are the Fourier transforms
of the compressed pulse signals, cp
r
calt and cppred
convt, re-
spectively, as defined below:
cpr
calt  kcp
calvr
calt  vrep
calt 10
and
cppred
convt  kcp
cal	 fbspredt * vtcalt
  vrepcalt . 11
Here, cp
r
calt is the compressed pulse associated with the
calibration measurement in which the received voltage due
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to the backscattering by the standard target is cross corre-
lated with the replica signal, vrep
calt. Again, as stated above,
this does not need to be a true replica. The second term,
cppred
convt, is more complex. First, the impulse response
fbspredt of the backscattering amplitude of the standard tar-
get is predicted through calculating the inverse Fourier trans-
form of the modal series solution and convolved * with the
voltage signal vt
calt applied to the transmitting transducer
in the calibration measurement here, the convolution opera-
tor, *, appears as a product-like operator, not a superscript.
This convolution product is then cross correlated with the
replica signal, which results in the compressed pulse signal.
The normalization constant, kcp
cal
, which is defined in Eq. 7
where v2t=vrep
calt, is the same for each compressed
pulse signal in Eq. 9 and cancels out implicitly as it ap-
pears as a factor to both the numerator and denominator. The
derivation of Eq. 9 makes use of the fact that the product
Fbs
predVt
cal in the frequency domain is the Fourier
transform of the convolution product fbspredt*vtcalt in the
time domain.
Equation 9 is a general equation that can be used for
either a full-wave analysis or partial-wave analysis. That is,
once the measured signal of interest is compressed through
the processing, the time gate can be chosen to either include
just one partial wave such as the echo from the front inter-
face of the sphere or all partial waves. Given the generality,
it is important that the same time gate is used in both the
calibration measurement and the predictions. Specifically, if
a particular partial wave is selected in the calibration mea-
surement to give cp
r
calt, then that same corresponding
wave must be selected in the impulse response, fbspredt.
IV. AT-SEA CALIBRATION OF BROADBAND
SYSTEM
The above formulation is applied to an experiment at sea
in which a broadband system was calibrated. The calibra-
tions took place near Provincetown, MA tip of Cape Cod in
50-m-deep water using the R/V Tioga on September 11,
2006. The system, made by Edgetech, consisted of three
broadband transducers, including a Reson transducer Model
TC2138, which is the subject of this study Stanton et al.,
2007. The Reson transducer was sensitive over a band of
approximately 30–105 kHz and a linear frequency modu-
lated signal “chirp” was applied to that transducer Fig. 2.
This range is not the bandwidth as conventionally defined
relative to the −3 dB points of the spectrum but the range
over which the system has usable energy.
The echoes were digitized at a sampling rate of 260 kHz
and processed at that same rate without downsampling. The
chirp signal was chosen as it is a commonly used signal and
it provided the necessary resolution in this experiment, al-
though it is not necessarily the optimal signal. As a result of
pulse-compression processing, the original 2 ms pulse
which corresponds to a range resolution of 1.5 m is com-
pressed to a signal with a duration of about 35 s which
corresponds to a range resolution of 3 cm. This value of
35 s is greater than the ideal value of 11.4 s shown in
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sponse is not uniform over the band and a true replica was
not used in the processing.
The system, which is normally towed in surveys with its
acoustic beams aimed downward, was suspended 10 m di-
rectly below the vessel, which was anchored. The system
was tethered so that the acoustic beams would still be aimed
generally in the downward direction. Several calibration
spheres were used, one at a time, suspended 30 m below the
towbody. For the 41.5-cm-diam air-filled spherical aluminum
shell discussed in this paper 4.1 mm average wall thick-
ness, a 110 lb weight was tethered with a 5-m-long line to
the bottom of the sphere since the sphere was positively
buoyant by approximately 95 lbs.
The towbody, sphere, and weight were all free to move,
which caused significant variability in the echo level which
needed to be accounted for. The most significant movement
was the pitch and roll of the towbody due to the up and down
motion of the vessel in the waves. The pitch and roll angles
were sampled at a high rate relative to the motion. In plotting
echo amplitude versus pitch and roll angle not shown the
highest amplitude echoes were tightly clustered around a
value near pitchroll0°. These are assumed to be the ech-
oes from very close to or at the center of the acoustic beam
and are the ones analyzed in this paper. Although this was
not an ideal approach toward determining the location of the
target in the beam, it was satisfactory for the purpose of this
study. Use of an acoustic imaging system, such as a multi-
beam, split beam, or lens system, outside of the band of
interest and used simultaneously, could have directly pro-
vided the information. Or, had the broadband system itself
been an imaging system, it could have directly provided that
(a) (b)
(d)(c)
sμ4.11
FFT window
FIG. 2. Color online Effects of pulse-compression processing of a broad-
band signal. a A 2-ms-long raw chirp signal applied to Reson transducer,
b frequency spectrum of signal from a, c envelope of pulse-compressed
signal in which autocorrelation function of signal shown in a is calculated,
d frequency spectrum of pulse-compressed signal before envelope was
calculated from c. Dots: Spectrum calculated using 300-s-long window
shown in c. Solid: spectrum calculated using 10-ms-long window, which
involves beginning with the signal within the 300-s-long window and zero
padding each side.information as well.
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The replica signal used in the pulse-compression pro-
cessing was based on a separate experiment conducted in a
laboratory tank in which the system was aimed upward at the
smooth air-water interface. The echo from the interface was
used as the replica signal in the at-sea calibration. Since the
echo from the interface was so strong, and to prevent satu-
ration, the transmission power in the laboratory measurement
was significantly reduced resulting in significant distortion in
the spectrum of the echo. The distortion is presumably due to
nonlinearities in the transmission/reception isolation elec-
tronics which operate on the assumption of a strong trans-
mission signal. Because of this nonlinearity, the laboratory
echo is not a true replica. In spite of the fact that the signal
was not a true replica, it still significantly improved the res-
olution of the calibration echoes through pulse-compression
processing. This particular waveform was used because of its
availability. As discussed earlier, and for practical reasons,
other waveforms such as the signal applied to the transmitter
could have been used as well, providing the desired improve-
ment in resolution.
Another issue involves the fact that a gate of finite du-
ration was used in the analysis. The gate needed to be small
enough to adequately resolve the echo from the front inter-
face, but not so small so as to compromise the spectral res-
olution of the measurement. A gate of 300 s was used
which resolved the echo from the front interface and pro-
vided a spectral resolution of 3.3 kHz. Effects of different
gate durations on the calculated spectrum of the compressed
pulse are shown in Fig. 2. Zero padding values of the signal
before and after the window are shown to create a finer spec-
tral grid, although the inherent resolution is not improved
beyond the value of the inverse gate duration.
Once the echoes in the at-sea calibration were tempo-
rally compressed through pulse-compression processing, the
various scattering features from the sphere were resolved
top panel of Fig. 3; envelope of processed signal. The en-
velope of the compressed-pulse signal shows a strong initial
return which corresponds to the echo from the front inter-
face. At approximately 0.6 ms after that first echo is another
strong echo associated with a circumferential wave. The im-
pulse response of the exact solution for the scattering ampli-
tude gives qualitatively similar results in that there is a
strong initial echo and a strong secondary echo at about
0.6 ms later middle panel of Fig. 3. In addition, both the
data and the impulse response show small echoes between
the two much stronger echoes. Part of the calibration formu-
lation involves convolving the applied transmit signal with
the impulse response. This convolution process broadens the
echoes in the impulse response bottom panel of Fig. 3; the
envelope of the convolved signal is illustrated. Also, calcu-
lation of the impulse response involves an inverse Fourier
transform over a finite range of frequencies. Artifacts of trun-
cating the spectrum were suppressed through use of an am-
plitude weighting function.
The spectrum of the compressed-pulse echo from the
calibration sphere was calculated using the data in the top
panel of Fig. 3 over two different time gates; a short,
300-s-long gate including only the echo from the front in-
terface with that echo centered in the gate and a longer gate
J. Acoust. Soc. Am., Vol. 124, No. 1, July 20083 ms that includes the entire series of partial wave echoes.
Once gated, each signal was “zero padded” to form a 4-ms-
long signal for Fourier analysis. The results illustrate the
significant differences in spectra of the different components
of the echo Fig. 4a. The spectrum of the echo from the
front interface alone is smoothly varying over the entire band
while the spectrum of the entire echo i.e., front interface and
circumferential waves, is rapidly oscillating over the band.
This observation is consistent with the theoretical predictions
discussed in Sec. I where the scattering amplitude of the
echo from the front interface alone i.e., partial wave is
weakly dependent upon frequency and the scattering ampli-
Front Interface
FIG. 3. Time-domain analysis of calibration signal. Top panel: Envelope of
pulse-compressed echo from air-filled aluminum spherical shell in at-sea
measurement. The echo was cross correlated with echo measured in a tank
experiment with the system aimed up at the smooth air-water interface.
Middle panel: Impulse response of predicted echo from spherical shell
through calculating inverse Fourier transform of exact modal series solution.
Bottom panel: Envelope of the convolution of the impulse response from
middle panel and the applied transmitter signal. Each plot is normalized to
unity. The data were collected on September 11, 2006 with the 41.5-cm-
diam sphere suspended 30 m below the towbody.tude from all echoes from the sphere i.e., full wave is
T. K. Stanton and D. Chu: Calibration of broadband system 133
strongly dependent upon frequency due to the frequency-
dependent interference between the various partial waves.
Using the equations described in Sec. III, the system
response is determined through the partial-wave analysis
Fig. 4b. Here, the measured echo from the front interface
top panel of Fig. 3 is used in combination with the corre-
sponding echo in the predicted impulse response convolved
with the signal applied to the transmitter bottom panel of
Fig. 3 to produce the system response. As with Fig. 4a, the
echo from the front interface was obtained through a
300-s-long gate, zero padded to 4 ms long. This response is
shown to be quite similar to the spectrum of the pulse-
compressed echo of the front interface Fig. 4a. The simi-
larity is due to the fact that the scattering amplitude of that
partial wave depends weakly upon frequency, resulting in the
majority of the frequency dependence of that echo being due
to the system response.
The partial-wave-based response shown in Fig. 4b has
also been compared with the response determined by a full-
wave analysis from data involving a smaller 20 cm diam-
eter solid aluminum sphere where there are fewer reso-
nances not shown. Although the overall levels and trends of
the two results were quite similar, there were significant dif-
ferences at resonance frequencies where the full-wave solu-
tion is prone to error. An attempt was made to reduce the
(a)
(b)
FIG. 4. Spectra of signals and system response associated with calibration
measurement with air-filled spherical shell. Upper panel: Spectrum of par-
tial wave echo from front interface thick line compared with spectrum of
full wave echo from all partial waves thin line. The spectra were calcu-
lated using the pulse-compressed signal illustrated in the top panel of Fig. 3.
Lower panel: System response of broadband transducer as derived through
partial-wave analysis using echo from front interface.errors in the full-wave analysis by smoothing the calculated
134 J. Acoust. Soc. Am., Vol. 124, No. 1, July 2008response. Even after the smoothing, there were errors in the
full-wave analysis of up to 3 dB due to the uncertainties
associated with the nulls.
V. DESIGNING A CALIBRATION SPHERE AND
SIGNAL PROCESSING APPROACH
Choice of the sphere and signal processing approach de-
pends strongly upon the center frequency and bandwidth of
the acoustic signal. For a narrowband system, the previously
published methods cited above can be used which involve
choosing the diameter and material properties of the sphere
so that the center frequency does not involve a resonance of
the sphere. Specifically, the frequency of the acoustic system
is in a section of the curve illustrating scattering amplitude
versus frequency that is relatively insensitive to frequency
and a full-wave analysis is performed. However, as discussed
above, once the bandwidth of the system spans multiple
resonances, then a partial wave analysis should be consid-
ered in order to eliminate the sensitivity of the calibration to
the resonances. These design criteria are elaborated upon be-
low.
A. Sensitivities of partial-wave and full-wave analysis
with respect to uncertainties in material
properties and shell thickness
A calibration involving a partial-wave analysis which
makes use of the echo from the front interface of the sphere
is relatively insensitive to changes in material properties and,
in the case of spherical shells, the thickness of the shell Fig.
5. This insensitivity is due to the fact that the echo from the
interface does not contain any resonances, as shown in Eq.
1 and Fig. 1a. However, if a full wave analysis were to be
applied to a broadband system in which the spectrum of the
signal spanned many resonances, the calibration would be
FIG. 5. Sensitivity analysis of full-wave upper panels and partial-wave
lower panels echoes for aluminum spherical shell, whose shell thickness is
about 1% of the diameter. Material properties density, compressional sound
speed, and shear sound speed of spherical shell are varied by about 1%
between two sets of predictions in the left panels. Shell thickness is varied
by 7% between two sets of predictions in the right panels.extremely sensitive to changes in material properties and
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thickness of shell. Since the resonances are very narrow, then
it only takes a slight change in those parameters to shift the
resonance an amount comparable to its width. Since the reso-
nance gives rise to variations in scattering amplitude of up to
10–20 dB, and since the calibration involves dividing by the
predicted scattering amplitude, then a slight shift in reso-
nance due to uncertainties in the properties can cause errors
near those frequencies of up to 10–20 dB Fig. 5. Thus, it is
clear that in order to avoid such strong sensitivities, a partial-
wave analysis should be considered.
B. Diameter of sphere
A partial-wave analysis can be used only when the echo
from the front interface is resolved from the other echoes
from the sphere. The resolution requirement is a function of
diameter of the sphere, bandwidth of the system, frequencies
involved, material properties, and whether or not the sphere
is a solid or shell. The combination of material properties,
type of sphere solid or shell, diameter, and frequencies in-
volved will determine the speed of the circumferential
waves. Knowledge of the speed of those waves especially
the speed of the first arrival after the echo from the front
interface, in combination with the bandwidth of the system,
will dictate the smallest diameter of sphere to use. Given the
complexity of this problem, the diameter should be deter-
mined through simulations of the scattering. At sufficiently
high values of ka and for fixed material properties and type
of sphere, the minimum diameter of sphere to be used in the
calibration varies inversely with bandwidth Fig. 6. In addi-
tion, our simulations show that the minimum diameter de-
pends strongly upon whether or not the sphere is solid or an
air-filled thin-walled spherical shell. In our particular case of
FIG. 6. Color online Design curves for minimum diameter of calibration
sphere that can be used in partial-wave analysis. Combinations of solid
elastic and air-filled elastic shell for aluminum “AL” and stainless steel
“SS” are given. A separation between the echo from the front interface and
the next major partial wave is assumed to be two times the inherent temporal
resolution of the system i.e., two times the inverse bandwidth. A larger
than minimum diameter will allow for a longer processing gate and corre-
sponding improved spectral resolution.spherical shells, the minimum diameter does not depend
J. Acoust. Soc. Am., Vol. 124, No. 1, July 2008strongly upon material type e.g., aluminum vs. stainless
steel Fig. 6.
VI. SUMMARY AND CONCLUSIONS
An approach has been developed for calibrating broad-
band active acoustic systems with a single standard spherical
target. The approach involves a partial-wave analysis which
uses the echo from the front interface of a calibration sphere.
This echo is relatively insensitive to acoustic frequency, in
contrast to the full-wave signal that contains significant nar-
row resonances. Furthermore, the echo is relatively insensi-
tive to uncertainties in material properties and sphere dimen-
sions. Isolating this echo for analysis requires resolving it
from the subsequent echoes, such as circumferential waves.
Pulse-compression processing was incorporated into the ap-
proach, resulting in significantly improved temporal reso-
lution. The calibration equations were written in terms of the
pulse-compressed echoes. Also, design curves were pre-
sented for the recommended minimum diameter of the
sphere as a function of system bandwidth and material prop-
erties of the sphere.
This partial-wave analysis is an attractive alternative to
the traditional full-wave analysis for the calibration of broad-
band systems. As a result of the complete elimination of the
source of resonances, this approach significantly reduces er-
rors in the calibration associated with uncertainties or errors
in values of material properties and sphere dimensions. Fur-
thermore, through use of pulse-compression processing, the
diameter of the sphere used in the calibration can be mini-
mized.
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